
Site Perimeter Odour

      A - If this box is checked, further monitoring actions are necessary

Measured Air Flow through Air Handling System

YesA No

      A - If this box is checked, further monitoring actions are necessary

Measured Negative Pressure in Operations Building

YesA No
07:15 D. Doane CRA -0.050 50 Hz -0.080 50 Hz -0.030 Hz +0.020B 50 Hz *
14:10 D. Doane CRA -0.080 50 Hz -0.130 50 Hz -0.050 Hz +0.020C 50 Hz *

      A - If this box is checked, further monitoring actions are necessary

Measured Total Volatile Organic Compound (TVOC) concentration before and after the Granular Activated Carbon (GAC) filters 

YesA No

      A - If this box is checked, further monitoring actions are necessary
         B - Stack Emission Condition: The outlet TVOC concentration in either GAC canister should be <5% of the inlet concentration

Daily Domtar Parameter Log
Date: November 17, 2004

The air handling management plan for the Domtar Tank removal project requires that several different kinds of checks take place several times per day. The tasks 
include checks for odours at the site perimeter, measurement of air flow through the charcoal filters, measurements to verify that air pressure inside the containment 
building is lower than air pressure outside, and measurements of Total Volatile Organic Compounds (TVOCs) before and after the charcoal filters, to determine how 
efficiently the filters are capturing TVOCs. This table shows the results of those checks for one day.

Time

Individual FirmTime

Firm

> 5 Minutes (Sustained)?

Is Flow <16,800 m3/hr?

No

Flow (Try #1) Fan Capacity Flow (Try #2) Fan Capacity

(Location, Wind Dir, Street, House #, etc.)

Note: The boiler was not turned on today.  Waste was not heated, transported or otherwise moved.  Accordingly, Perimeter Odour Monitoring was not required.  

Neg. Pressure not measured at any point?

Hz  (m3/hr)

W face, S end E face, S end

Hz

Negative Pressure in Operations Bldg. (inches of H2O)

 (m3/hr)
Note: The boiler was not turned on today.  Waste was not heated, transported or otherwise moved.  Accordingly, Ventilation System (Flow) Monitoring was not required 
today.  

Individual

Time Individual Firm Exceedances to Stack Emission Condition?Total VOC Concentration (ppm)
Before GAC #1 After GAC #2

Note: The boiler was not turned on today.  Waste was not heated, transported or otherwise moved.  Accordingly, Stack (GAC Filter) Monitoring was not required today.

NotesTime Individual Firm Domtar Odour detected DW of Tank?
Yes YesANo

After GAC #1 Before GAC #2

N face, W end N face, E end

      B - Windy conditions resulted in a positive pressure on the west face of the building (south end) while the fan was set at 50 Hz.  The Contractor was directed to suspend all waste heating and handling 
operations until negative pressure was obtained at all locations.
      C - Continuing windy conditions resulted in a positive pressure on the west face of the building (south end) while the fan was set at 50 Hz.  The Contractor was directed to suspend all waste heating and 
handling operations until negative pressure was obtained at all locations.


